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© In a data processing system a number of pro- 
cessing nodes share resources. Access to the 
shared resources is controlled by semaphores, each 
node having a local copy of all the semaphores. 
Nodes may acquire ownership of semaphores. When 
a node requires a semaphore operation on a par- 
ticular semaphore, a semaphore message is broad - 
cast to all the nodes instructing them to perform the 
semaphore operation on their local copies of the 
semaphore. If the semaphore is unowned, the node 
must suspend the semaphore operation until the 
message returns, so as to ensure correct chronology 
for the semaphore operation. If, however, the sema - 
phore owned by this node, the node can perform the 
semaphore operation without waiting for the mes- 
sage to return. This speeds up the semaphore 
mechanism. If the semaphore is owned by another 



node, that other node relinquishes ownership so that 
the semaphore operation can be performed. 



Fig. 2. 
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Background to the Invention 

This invention relates to semaphore mecha- 
nisms for data processing systems. 

More specifically, the invention is concerned 
with a data processing system having a number of 
processing nodes, interconnected by a commu- 
nication network, wherein the nodes have access to 
shared resources such as shared memory. 

A semaphore mechanism is a means for en- 
suring that only one processing node can access a 
shared resource at any given time. In one known 
form of semaphore mechanism, each shared re- 
source (eg each area of the shared memory) has a 
semaphore location associated with it. Whenever a 
node wishes to access a shared resource, it first 
increments and tests the associated semaphore 
location, to find out whether another node is al- 
ready accessing that resource. Conversely, when 
the node has completed its access to a shared 
resource, it tests and decrements the appropriate 
semaphore location. Each node holds local copies 
of ail the semaphore locations, and to ensure that 
all these copies are kept consistent, each sema- 
phore action requires sending a semaphore mes - 
sage over the network to initiate the required op- 
eration on each local copy of the semaphore loca - 
tion. 

In such a system, it is necessary to provide 
some way of synchronising semaphore operations, 
to ensure that each node applies ail such oper- 
ations in the same chronological sequence, re- 
gardless of which node originated them. One way 
of achieving this is to broadcast the semaphore 
messages to alt the nodes in the system, including 
the originating nodes. These messages are dis- 
tributed to the nodes in such a way that all the 
nodes receive the messages in the same se- 
quence. This sequence then defines a unique 
chronology for the semaphore operations. 

A problem with this is that a process running in 
a node must be suspended each time it initiates a 
semaphore operation, until the associated sema- 
phore message has been "turned round" (i.e. re- 
ceived back from the network) so that the process 
can be sure of the correct chronology for the 
operation. This can result in significant delays in 
performing the semaphore operations. 

The object of the present invention is to pro - 
vide a way of reducing the suspension time asso - 
ciated with semaphore operations, and hence to 
speed up the operation of the system. 

Summary of the Invention 

According to the invention there is provided a 
data processing system comprising : 
(a) a plurality of processing nodes, 



(b) a communications network interconnecting 
the nodes to allow the nodes to send messages 
over the network, the messages being delivered 
to all the nodes in the same chronological se- 

5 quence, 

(c) a plurality of shared resources, shared by all 
the nodes, 

(d) a plurality of semaphores for controlling ac - 
cess to respective shared resources, each node 

70 having a local copy of all the semaphores, 

(e) means for defining ownership states for the 
semaphores whereby each semaphore may be* 
unowned, or owned by a particular node, 

(f) means in each node, responsive to a request 
75 for a semaphore operation on an unowned 

semaphore, for sending a semaphore message 
over the network instructing ail the nodes to 
perform the semaphore operation on their local 
copies of the semaphore, the semaphore op- 
20 eration being suspended in this node until the 
semaphore message has been returned from 
the network, and 

(g) means in each node, responsive to a request 
for a semaphore operation on a semaphore 

25 owned by this node, for sending a semaphore 
message over the network instructing all the 
nodes to perform the semaphore operation on 
their local copies of the semaphore, this node 
being permitted to proceed with the semaphore 
30 operation without waiting for the semaphore 
message to be returned from the network. 
It will be seen that, as a result, the number of 
times a node has to suspend while waiting for a 
semaphore message to be synchronised is greatly 
35 reduced. An additional delay will occur when two 
nodes attempt to use a particular semaphore at the 
same time, but in practice this situation arises 
relatively infrequently and hence this is a relatively 
small overhead problem. 

40 

Brief Description of the Drawings 

Figure 1 is a block diagram of a data pro- 
cessing system embodying the invention. 
45 Figure 2 is a block diagram showing a pro- 

cessing node of the system in more detail. 

Figures 3-12 are flow diagrams illustrating the 
semaphore mechanism with each node. 

50 Description of an Embodiment of the Invention 

One data processing system in accordance 
with the invention will now be described by way of 
example with reference to the accompanying 
55 drawings. 

Referring to Figure 1, the data processing 
system comprises a plurality of processing nodes 
10, interconnected by a communications network 
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1 2. Each node can send messages over the net - 
work to the other nodes. The network broadcasts 
each message to all the nodes, including the node 
that originated the message. The network is a star 
coupler, which ensures that ail the nodes receive 
the messages in the same sequence. This se- 
quence defines a unique chronology for the mes - 
sages. 

Referring to Figure 2, each node includes a 
processing unit 20 for scheduling and executing a 
number of concurrent processes. The processing 
unit may be conventional and so will not be de- 
scribed in further detail. 

The processing unit 20 in each node has ac- 
cess to a number of shared resources 21, ie re- 
sources that are shared with other nodes. These 
resources may, for example, comprise areas of 
shared memory. 

Each node includes a semaphore unit 22 which 
controls access to the shared resources 21 , using a 
set of semaphore locations 23, a semaphore own - 
ership table 24 and a semaphore queue 25. Each 
node has its own local copies of the semaphore 
locations and the semaphore ownership table, and 
has its own semaphore queue. 

Each shared resource has a particular sema- 
phore location associated with it. if the resource is 
free, the semaphore location has the value - 1 . 

Whenever a process wishes to gain access to 
a shared resource, it issues an INCT (increment 
and test) request. The semaphore location asso- 
ciated with that resource is then incremented, and 
its value returned. If the returned semaphore value 
is 0, the operation is successful, and the process 
may access the shared resource. If the returned 
semaphore value is greater than 0, the operation is 
unsuccessful. 

When the process has finished using the 
shared resource, it issues a TDEC (test and de- 
crement) request. This causes the value of the 
semaphore location to be returned, and the location 
is then decremented. If the returned value is 0, this 
means that the shared resource is now free, and is 
available for access by another process. 

Both of these operations (INCT and TDEC) are 
atomic, in the sense that they may not be inter- 
rupted by another operation. 

The semaphore ownership table 24 consists of 
a number of sections, one for each node. Each 
section has a fixed number of slots, each of which 
can hold an entry, defining the ownership state of a 
particular semaphore. Each entry in the ownership 
table comprises the following fields: 
ADDRESS: the virtual address of the semaphore 
location to which the entry relates. 

STATE: the ownership state of the semaphore 
location (see below). 



Each semaphore location has one of the fol- 
lowing ownership states: IDLE, OWNED, DISCARD, 
OTHER -OWNED, and QUEUED. The current state 
of a semaphore is indicated by the STATE field in 
5 the corresponding entry in the ownership table. 
The exception to this is the IDLE state, which 
represents the state where there is no entry for the 
semaphore in the ownership table. 

The meanings of these ownership states are as 
io follows: 

IDLE: the semaphore is not owned by any node. 
OWNED: the semaphore is owned by the local 
node. DISCARD: ownership of the semaphore has 
been relinquished. OTHER -OWNED: the sema- 

75 phore is owned by a remote node. QUEUED: the 
semaphore has one or more suspended sema- 
phore operations in the queue 25. 

The semaphore queue 25 is a list of sus- 
pended semaphore operations. As will be de- 

20 scribed, whenever a node requires to perform a 
semaphore operation on a semaphore currently 
owned by another node, that operation is placed in 
the queue. The operation is applied when the 
owning node relinquishes ownership. 

25 Each entry in the queue comprises the follow - 

ing fields: 

FUNCTION: the required semaphore operation 
(INCT or TDEC). ADDRESS: the virtual address of 
the semaphore location. VALUE: the expected 

30 value of the semaphore location (ie the value of the 
semaphore when the semaphore message was 
turned round). 

The semaphore units 22 in the different nodes 
communicate with each other by means of sema - 

35 phore messages sent over the network. Each 
message comprises the following fields: 
FUNCTION: the type of message (see below). 
ORIGIN: the identity of the source node. 
ADDRESS: the virtual address of the semaphore 

ao location to which the message relates. 

READ -VALUE: the value of the semaphore loca- 
tion read by the originating node before sending 
the message. 

The FUNCTION field represents one of the 

45 following functions: 

INCT: increment and test specified semaphore. 
TDEC: test and decrement a specified semaphore. 
APPLIED - INCT: as for INCT, except that the INCT 
has already been applied by the originating node. 

so APPLIED -TDEC: as for TDEC. except that the 
TDEC has already been applied by the originating 
node. 

DISCARD: used by the owner of a semaphore to 
relinquish ownership. 
55 It should be noted that the READ -VALUE field 

is not required for DISCARD messages. 
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General Rules 

The general rules of operation of the sema- 
phore mechanism are as follows. 

(1) Message ordering 

All the messages pertaining to semaphore op - 
erations (Semops) are globally ordered. Thus a 
message will be received in all nodes at the same 
point in the sequence. 

(2) Assumption of Ownership - 

A node may only assume ownership after is- 
suing an INCT operation. It must then suspend the 
issuing process. Once the INCT operation has 
been turned round by the network, the node ex- 
amines the ownership table. If no other node has 
earlier assumed ownership then the originating 
node may do so. Other nodes upon encountering 
the INCT will have received the same sequence of 
earlier messages and are thus capable of re- 
producing the originating node's decision and up - 
dating their local copies of the table accordingly. A 
node thus assumes ownership at a particular point 
in the sequence of messages. 

(3) Relinquishing Ownership 

A node may relinquish ownership of a sema- 
phore owned by it, by sending either TDEC or a 
DISCARD message. 

A node relinquishes ownership at a particular 
point in the sequence. The node which issues the 
relinquish regards it as no longer owned as soon 
as it issues the TDEC or DISCARD message. 
Ownership is not, however, fully discarded until the 
message has been turned round by the network. 

(4) Discarding when Ownership Table Full 

The ownership table in each node is obviously 
finite. The case therefore occurs that the table is 
full but the node wishes to issue another INCT 
operation. In this case the node must choose one 
of its owned semaphores and relinquish it (ie issue 
a DISCARD operation on it), thus freeing a slot of 
the ownership table. In order that there will always 
be at least one slot which can be discarded, the 
table must be larger than the total number of 
semaphores which can be outstanding at one time, 
for example, if the system can have only one 
semaphore per node outstanding at once, a mini - 
mum of two slots are required for each node. 



(5) Alien Semops 

When a node receives a semop from an alien 
node to a location which it owns, it must issue a 

5 DISCARD message to allow the alien node to 
complete its operation. It must not ignore the re- 
quest in the expectation of later sending a TDEC 
message out. It is however, permitted to wait for a 
short time before issuing a DISCARD, in the hope 

io that a TDEC will be generated. 

(6) Gain Ownership on INCT from - 1 to 0 only 

In order to improve the match between the 
T5 control of a shared resource and the ownership of 
the semaphore that manages the resource, it is 
desirable to allow a node to gain ownership of a 
semaphore only when control of the resource is 
gained. As the gaining of control is under software 
20 control it is impossible to produce a perfect match. 
However, if control is gained only when a sema- 
phore location is incremented from -1 to 0, this 
gives a good approximation to the ideal behaviour. 

25 Outgoing INCT 

Referring to Figure 3, this shows the action of 
the semaphore unit 22 when it receives an INCT 
request from a process running on the local pro - 

30 cessing unit. 

The INCT request includes as parameters the 
virtual address of the semaphore location to which 
it relates and also the current value of that location. 
The process that issued the request is suspended, 

35 waiting for the semaphore operation to be synch - 
ronised. 

The semaphore unit first searches (31) its own 
section of the ownership table 24 (ie the section 
relating to the local node) looking for an entry in 

40 the OWNED state. 

If such an entry is found, this means that the 
semaphore is already owned by this node, and so 
the node can proceed to perform the semaphore 
operation without waiting for the operation to be 

45 sychronised. An APPLIED -INCT message is sent 
(32) over the network, this message including the 
semaphore address and value as supplied with the 
INCT request. The INCT operation is applied (33) 
to the local copy of the semaphore and the re- 

50 turned value is passed (34) to the processing unit. 
The process that initiated the INCT can then be 
de - suspended. 

If, on the other hand, the semaphore is not 
owned by this node, an INCT message is sent (35) 

55 over the network, this message containing the 
semaphore address and value as supplied by the 
INCT request. The process that initiated the INCT 
request remains suspended, waiting for the mes- 
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sage to be turned around. 

As will be described, when a node sends an 
INCT message, it may acquire ownership of the 
semaphore, if that semaphore is not already owned 
by another node. Therefore, before sending the 
INCT message, the semaphore unit first checks 
(36) the semaphore ownership table to determine 
whether there are any free entries in its own sec - 
tion of the table. If this section of the table is full, 
one of the existing entries is selected and a DIS- 
CARD message is sent (37) over the network in - 
forming all the nodes that this entry is to be dis- 
carded. The state of the selected entry is set to 
DISCARD. 

Outgoing TDEC 

Referring to Figure 4, this shows the action of 
the semaphore unit when it receives a TDEC re- 
quest from a process running on the local pro- 
cessing unit. 

The TDEC request includes as parameters the 
virtual address of the semaphore location to which 
it relates and also the current value of that location. 
The process that issued the request is suspended, 
waiting for the semaphore operation to be synch - 
ronised. 

The semaphore unit first searches (41) its own 
section of the ownership table, looking for an entry 
in the OWNED state. 

If such an entry is found, this means that the 
semaphore is already owned by this node, and so 
the node can proceed to perform the semaphore 
operation without waiting for the operation to be 
synchronised. An APPLIED TDEC message is sent 
(42) over the network, this message including the 
semaphore address and value as supplied with the 
TDEC request. The TDEC operation is applied (43) 
to the local copy of the semaphore, and the re- 
turned value is passed (44) to the processing unit. 
The process that initiated the TDEC can then be 
de - suspended. The table entry is set (45) to 
DISCARD to indicate that this node has now relin - 
quished ownership of the semaphore. 

If, on the other hand, the semaphore is not 
owned by this node, a TDEC message is sent (46) 
over the network, this message containing the 
semaphore address and value, as supplied by the 
TDEC request. 

Incoming own INCT 

Referring to Figure 5, this shows the operation 
of the semaphore unit when the node receives an 
INCT message from the network, originating from 
itself. 

The semaphore unit first searches (51) the 
whole of its ownership table, looking for an entry 



relating to the semaphore specified in the INCT 
message. 

If no entry can found (ie the semaphore is 
IDLE), the semaphore value in the INCT message 

5 is tested (52) and, if it is equal to - 1 , the node 
assumes ownership of the semaphore, by creating 
(53) an entry in its own section of the ownership 
table, setting the state of this entry to OWNED. 
The INCT operation is then applied (54) to the local 

to copy of the semaphore, and the returned value is 
passed (55) to the processing unit. The process 
that initiated the INCT can then be de - suspended. 

If an OWNED or DISCARD entry is found 
(56), the INCT is applied (57) to the local copy of 

75 the semaphore and the returned value is passed 
(58) to the processing unit, so that the process can 
be de - suspended. 

If an OTHER -OWNED or QUEUED entry is 
found (59), the INCT is applied (510) to the local 

20 copy of the semaphore, but the returned value is 
not passed to the processor. Instead, an INCT 
entry is added (511) to the local queue, this entry 
containing the semaphore address and returned 
value. If the semaphore is OTHER -OWNED, its 

25 state is changed to QUEUED. 

Incoming own TDEC 

Referring to Figure 6. this shows the operation 
30 of the semaphore unit when the node receives a 
TDEC message from the network, originating from 
itself. 

The semaphore unit first searches (61) the 
w -le of its ownership table, looking for an entry 
35 nog to the semaphore specified in the TDEC 
message. 

If no entry can be found (ie the semaphore is 
IDLE), the TDEC operation is applied (62) to the 
local copy of the semaphore, and the returned 
40 value is passed (63) to the processing unit. The 
process that initiated the TDEC can then be de- 
suspended. 

If an OWNED or DISCARD entry is found 
(64), the TDEC is applied (65) to the local copy of 

45 the semaphore and the returned value is passed 
(66) to the processing unit, so that the process can 
be de - suspended. 

If an OTHER -OWNED or QUEUED entry is 
found (67), the TDEC is applied (68) to the local 

so copy of the semaphore, and a TDEC entry is 
added (69) to the local queue, this entry containing 
the semaphore address and returned value. If the 
semaphore is OTHER -OWNED, its state is 
changed to QUEUED. 

55 
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Incoming own APPUED-INCT 

When a node receives an incoming APPLIED - 
INCT message originating from itself, the sema- 
phore unit acts as follows. 

The semaphore unit first searches its own 
section of the ownership table, looking for an entry 
relating to the specified semaphore. If an entry in 
the DISCARD or OWNED state is found, no action 
is required. Otherwise, an error is indicated. 

Incoming own APPLIED -TDEC or DISCARD 

Referring to Figure 7, this shows the action of 
the semaphore unit when the node receives an 
APPLIED -TDEC or DISCARD message that 
originated from itself. 

The semaphore unit first searches (71) its own 
section of the ownership table, looking for an entry 
for the specified semaphore. If an entry in the 
DISCARD state is found (72), that entry is deleted 
(73) so as to reset the state of the semaphore to 
IDLE). Otherwise, an error is indicated. 

Incoming Alien INCT 

Referring to Figure 8, this shows the action of 
the semaphore unit when it receives an INCT 
message originating from another node. 

The semaphore unit first searches (81) the 
whole of the ownership table looking for an entry 
relating to the specified semaphore. 

If no entry is found (te the semaphore is 
IDLE), the INCT operation is applied (82) to the 
local copy of the semaphore. Also the semaphore 
value contained in the message is tested (83) and, 
if it is - 1, an entry is created (84) in the section of 
the ownership table corresponding to the node that 
originated the message, with state OTHER - 
OWNED to indicate that this semaphore is now 
owned by that node. 

If an OWNED entry is found (85), the INCT 
operation is applied (86) to the local copy of the 
semaphore. A DISCARD message is then sent (87) 
and the state of the entry is set (88) to DISCARD. 

If a DISCARD, OTHER -OWNED or QUEUED 
entry is found (89), the INCT operation is applied 
(81 0) to the local copy of the semaphore. 

Incoming Alien TDEC 

Referring to Figure 9, this shows the action of 
the semaphore unit when it receives a TDEC 
message originating from another node. 

The semaphore unit first searches (91) the 
whole of the ownership table looking for an entry 
relating to the specified semaphore. 



If no entry is found (ie the semaphore is 
IDLE), then the TDEC operation is applied (92) to 
the local copy of the semaphore. 

If an OWNED entry is found (93), the TDEC 
5 operation is applied (94) to the local copy of the 
semaphore. A DISCARD message is then sent 
(95), and the state of the entry is set (96) to 
DISCARD. 

If a DISCARD, OTHER -OWNED or QUEUED 
70 entry is found (97). the TDEC operation is applied 
(98) to the local copy of the semaphore. 

Incoming Alien APPLIED - INCT 

75 Referring to Figure 10, this shows the action of 

the semaphore unit when it receives an APPLIED - 
INCT message originating from another node. 

The semaphore unit first searches (101) the 
section of the ownership table relating to the node 
20 that originated the message, looking for an entry 
relating to the specified semaphore. If no entry is 
found then an error is indicated. 

If an OTHER -OWNED entry is found (102), 
then the INCT operation is applied (103) to local 
25 copy of the semaphore. 

If a QUEUED entry is found (104), then the 
INCT operation is applied (105) to the local copy of 
the semaphore. Each entry in the local queue as- 
sociated with this particular semaphore is then 
30 adjusted (106) by adding 1 to its value field. 

If the semaphore is in any other state, an error 
is indicated. 

Incoming Alien APPLIED -TDEC 

35 ~ " ~~ ' 

Referring to Figure 11, this shows the action of 
the semaphore unit when it receives an APPLIED - 
TDEC message originating from another node. 
The semaphore unit first searches (111) the 

40 section of the ownership table relating to the node 
that originated the message, looking for an entry 
relating to the specified semaphore. If no entry is 
found, an error is indicated. 

If an OTHER -OWNED entry is found (112), 

45 the TDEC operation is applied (113) to the local 
copy of the semaphore, and the entry is deleted 
(114) so as to set the semaphore to IDLE. 

If a QUEUED entry is found (115), the TDEC 
operation is applied (1 1 6) to the local copy of the 

so semaphore. Each entry in the local queue asso- 
ciated with this semaphore is then adjusted (117) 
by subtracting 1 from its value field. The queue is 
then applied (118) by passing each entry asso- 
ciated with this semaphore to the processing unit. 

55 All these queue entries are then deleted from the 
queue, and the remaining entries are shifted down 
to fill up the gaps. Finally, the entry in the owner- 
ship table is deleted (119) so as to set the sema- 
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phore to IDLE. 
Incoming Alien DISCARD 

Referring to Figure 12 this shows the action of 
the semaphore unit then it receives a DISCARD 
message originating from another node. 

The semaphore unit first searches (121) the 
section of the ownership table relating to the node 
that originated the message, looking for an entry 
relating to the specified semaphore. If no entry is 
found, an error is indicated. 

If an OTHER -OWNED entry is found (122), 
this entry is deleted (123) so as to set the sema- 
phore to IDLE. 

If a QUEUED entry is found (124), the local 
queue is applied (125) by passing each entry in 
this queue associated with this semaphore to the 
processing unit. All these entries are deleted from 
the queue and the remaining entries are shifted 
down to fill up the gaps. Finally, the entry in the 
ownership table is deleted (126) so as to set the 
semaphore to IDLE. 

Example of Operation (1 ) 

The case will first be considered where a pro - 
cess running in node 0 requires to access a shared 
resource, where the semaphore for that resource is 
not currently owned by any node (ie the sema- 
phore is IDLE). 

The process issues an INCT request to the 
semaphore unit 22 and is then suspended. Refer - 
ring to Figure 3, the semaphore unit does not find 
an entry for this semaphore, and so sends an INCT 
message over the network to all the nodes. 

As shown in Figure 8, when this INCT message 
is received at each other node the INCT is applied 
to the local copy of the semaphore, and an 
OTHER - OWNED entry is created in the owner- 
ship table in that node, indicating that the sema- 
phore is now owned by node 0. 

As shown in Figure 5, when the INCT message 
is received at node 0, an OWNED entry is created 
in the ownership table, indicating that the sema- 
phore is now owned by this node. The INCT is 
then applied to the local copy of the semaphore 
and the returned value is passed to the processor. 
The suspended process can then be de- sus- 
pended and can access the shared resource. 

When the process has completed its access to 
the shared resource, it issues a TDEC request and 
is suspended again. Referring to Figure 4, the 
semaphore unit finds that the semaphore is already 
owned by this node, and so can immediately apply 
the TDEC operation to the local copy of the 
semaphore, passing the returned value to the pro - 
cessor. The suspended process can therefore be 



immediately de - suspended, without waiting for the 
TDEC message to be turned around. Thus, the 
semaphore operation is effectively applied ahead of 
its true chronological order. The semaphore unit 

5 also sends an APPLIED -TDEC message over the 
network and sets the state of the entry in the 
ownership table to DISCARD. 

Referring to Figure 11, when the APPLIED - 
TDEC message is received in the other nodes, the 

10 semaphore unit in each of these nodes finds that 
the semaphore is in the OTHER - OWNED state. It 
therefore applies the TDEC to its local copy of the 
semaphore and deletes the entry in the ownership 
table (ie sets the semaphore to IDLE). 

1$ Referring to Figure 7, when the APPLIED - 

TDEC message is received by node 0, the sema - 
phore unit in that node finds that the semaphore is 
in the DISCARD state. It therefore deletes the entry 
in the ownership table, returning the semaphore to 

20 the IDLE state. 

Example of the Operation (2) 

Consider now the case where a process run - 

25 ning in node 0 requires to access a shared re- 
source, where the semaphore for that resource is 
already owned by node 1 . 

As before, the process issues an INCT request, 
and is suspended, and the semaphore unit sends 

30 an INCT message (Figure 3). 

Referring to Figure 8, when the INCT message 
is received at node 1, the semaphore unit in node 
1 finds that the semaphore is OWNED, ie owned 
by node 1 . It therefore applies the INCT to the local 

35 copy of the semaphore, and then sends a DIS- 
CARD message, setting the ownership state of the 
semaphore to DISCARD. Thus, node 1 relinquishes 
ownership of the semaphore to allow node 0 to 
perform its semaphore operation. 

40 Referring to Figure 5, when the INCT message 

is received at node 0, the semaphore unit in node 
0 finds that the semaphore is OTHER - OWNED. It 
therefore applies the INCT to the local copy of the 
semaphore, and puts the returned value into the 

45 local queue, setting the ownership state of the 
semaphore to QUEUED. 

Referring to Figure 12, when the DISCARD 
message from node 1 arrives at node 0, the 
semaphore unit finds that the semaphore is 

so QUEUED. It therefore applies the queue, passing 
the queued value to the processor so that the 
process can now be de - suspended. Finally, it 
deletes the local ownership table entry, returning 
the semaphore to the IDLE state. 

55 When the DISCARD message arrives at node 

1 , the local ownership table entry is deleted. 
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Claims 

1. A data processing system comprising: 

(a) a plurality of processing nodes, 

(b) a communications network interconnec - 5 
ting the nodes to allow the nodes to send 
messages over the network, the messages 
being delivered to all the nodes in the same 
chronological sequence, 

(c) a plurality of shared resources, shared io 
by ail the nodes, and 

(d) a plurality of semaphores for controlling 
access to respective shared resources, 
each node having a local copy of all the 
semaphores, 15 
characterised by: 

(e) means for defining ownership states for 
the semaphores whereby each semaphore 
may be unowned, or owned by a particular 
node, 20 

(f) means in each node, responsive to a 
request for a semaphore operation on an 
unowned semaphore, for sending a sema- 
phore message over the network instructing 

ail the nodes to perform the semaphore 25 
operation on their local copies of the 
semaphore, the semaphore operation being 
suspended in this node until the semaphore 
message has been returned from the net- 
work, and 30 

(g) means in each node, responsive to a 
request for a semaphore operation on a 
semaphore owned by this node, for sending 
a semaphore message over the network 
instructing all the nodes to perform the 35 
semaphore operation on their local copies 

of the semaphore, this node being permit - 
ted to proceed with the semaphore opera- 
tion without waiting for the semaphore 
message to be returned from the network. 40 



4. A system according to Claim 2 or 3 wherein 
each node includes a queue for queuing val - 
ues returned by semaphore operations on 
semaphores owned by other nodes. 

5. A system according to any preceding claim 
wherein each node includes means for ac- 
quiring ownership of an unowned semaphore 
when a semaphore message sent by this node 
has been returned from the network. 

6. A system according to any preceding claim 
wherein each node relinquishes ownership of a 
semaphore owned by it when it performs a 
semaphore operation to free the associated 
shared resource, or when it receives a sema- 
phore message relating to that semaphore 
from another node. 

7. A system according to any preceding claim 
wherein the means for defining ownership 
states for semaphores comprises an ownership 
table, each node having a local copy of the 
ownership table. 



A system according to Claim 1 wherein each 
node includes means, responsive to a request 
for a semaphore operation on a semaphore 
owned by another node, for sending a sema- 45 
phore message over the network instructing all 
the nodes to perform the semaphore operation 
on their local copies of the semaphore, the 
semaphore operation being suspended until 
permission to proceed is received from that so 
other node. 



A system according to Claim 2 wherein said 
other node gives permission to proceed by 
sending a message over the network indicating 
that it is relinquishing ownership of the sema - 
phore. 
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